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*Safety factor  4:1
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Rotating Lifting Point RLP
Art. no.

Standard 
bolt length 

L
Art.no. 

Long bolt 
length**

L2 Code
Dimensions in mm

    B       C         D         L1       M         X       Y       Z
Weight 
kgs***

Z101708 16 Z1017080L 101 RLP-M8 x 1.25 42 35 12 62 8 27 64 Ø40 0.3

Z101710 16 Z1017100L 101 RLP -M10 x 1.5 42 35 12 62 10 27 64 Ø40 0.3

Z101712 25 Z1017120L 120 RLP -M12 x 1.75 57 46 19 88 12 42 91 Ø54 1.0

Z101716 25 Z1017160L 160 RLP-M16 x 2 57 46 19 88 16 42 91 Ø54 1.0

Z101720 36 Z1017200L 200 RLP-M20 x 2.5 83 55 28 110 20 55 133 Ø80 2.9

Z101724 36 Z1017240L 240 RLP-M24 x 3 83 55 28 110 24 55 133 Ø80 2.9

Z101730 58 Z1017300L 300 RLP-M30 x 3.5 114 70 34 148 30 78 182 Ø111 7.1

Z101736 58 Z1017360L 300 RLP-M36 x 4 114 70 34 148 36 78 182 Ø111 7.3

Z101742 81 Z1017420L 301 RLP-M42 x 4.5 149 91 40 190 42 99 229 Ø142 14.3

Z101748 81 Z1017480L 301 RLP-M48 x 5 149 91 40 190 48 99 229 Ø142 14.5

RLP with UNC thread
Art. no.

Standard 
bolt length

L
Art.no. 

long bolt 
length**

L2 Code
Dimensions in mm

    B     C         D      L1        X       Y         Z
M

inch
Weight 
kgs***

Z101808 16 Z1018080L 101 RLP-5/16”-18 UNC 42 35 12 62 27 64 Ø40 5/16” 0.3

Z101810 16 Z1018100L 101 RLP-3/8”-16 UNC 42 35 12 62 27 64 Ø40 3/8” 0.3

Z101812 25 Z1018120L 120 RLP-1/2”-13 UNC 57 46 19 88 42 91 Ø54 1/2” 1.0

Z101816 25 Z1018160L 160 RLP-5/8”-11 UNC 57 46 19 88 42 91 Ø54 5/8” 1.0

Z101820 36 Z1018200L 200 RLP-3/4”-10 UNC 83 55 28 110 55 133 Ø80 3/4” 2.9

Z101821 36 Z1018210L 200 RLP-7/8”-9 UNC 83 55 28 110 55 133 Ø80 7/8” 2.9

Z101824 36 Z1018240L 240 RLP 1”-8 UNC 83 55 28 110 55 133 Ø80 1” 2.9

Z101830 58 Z1018300L 300 RLP 1 1/4”-7 UNC 114 70 34 148 78 182 Ø111 1 1/4” 7.1

Z101836 58 Z1018360L 300 RLP 1 1/2”-6 UNC 114 70 34 148 78 182 Ø111 1 1/2” 7.3

Z101842 81 Z1018420L 301 RLP 1 3/4”-5 UNC 149 91 40 190 99 229 Ø142 1 3/4” 14.4

Z101848 81 Z1018480L 301 RLP 2” -4.5 UNC 149 91 40 190 99 229 Ø142 2” 14.7

Working Load Limits* - RLP

Symmetric Load 
(tonnes)

No. of legs 1 1 2 2 2 symmetric 3 & 4 symmetric

Angle ß 0° 90° 0° 90° 0-45° 45-60° 0-45° 45-60° Tightening 
torque

Spanner 
   size

RLP - M8 x 1.25
RLP 5/16”-18 UNC

0.8
0.8

0.4
0.4

1.6
1.6

0.8
0.8

0.5
0.5

0.4
0.4

0.8
0.8

0.6
0.6

10 Nm
7 Ft.Lbs

13 mm
1/2” 

RLP - M10 x 1.5
RLP 3/8”-16 UNC

1.2
1.2

0.7 
0.65

2.4
2.4

1.4
1.3

0.9
0.9

0.7
0.6

1.4
1.3

1.0
0.9

15 Nm
11 Ft.Lbs

13 mm
1/2” 

RLP - M12 x 1.75
RLP 1/2”-13 UNC

2.0
2.0

1.2
1.2

4.0
4.0

2.4
2.4

1.6
1.6

1.2
1.2

2.5
2.5

1.8
1.8

27 Nm
20 Ft.Lbs

24 mm
15/16” 

RLP - M16 x 2
RLP 5/8”-11 UNC

3.2
3.2

2.0 
2.0

6.4
6.4

4.0
4.0

2.8
2.8

2.0
2.0

4.2
4.2

3.0
3.0

60 Nm
44 Ft.Lbs

24 mm
15/16” 

RLP - M20 x 2.5
RLP 3/4”-10 UNC
RLP 7/8”-9 UNC

5.6
5.0
5.6

2.8
2.5
2.8

11.2
10.0
11.2

5.6
5.0
5.6

3.9
3.5
3.9

2.8 
2.5
2.8

5.8
5.2
5.8

4.2
3.7
4.2

90 Nm
66 Ft.Lbs
66 Ft.Lbs

32 mm
1 5/16” 
1 5/16” 

RLP - M24 x 3
RLP 1”-8 UNC

8.0
8.0

4.6
4.6

16.0
16.0

9.2
9.2

6.4
6.4

4.6
4.6

9.6
9.6

6.9
6.9

135 Nm
100 Ft.Lbs

32 mm
1 5/16” 

RLP - M30 x 3.5
RLP 1 1/4”-7 UNC

12.0
12.0

6.0
6.0

24.0
24.0

12.0
12.0

8.4
8.4

6.0
6.0

12.6
12.6

9.0
9.0

270 Nm
200 Ft.Lbs

55 mm
2  1/4” 

RLP - M36 x 4
RLP 1 1/2”-6 UNC

14.0
14.0

8.0
8.0

28.0
28.0

16.0
16.0

11.2
11.2

8.0
8.0

16.8
16.8

12.0
12.0

320 Nm
236 Ft.Lbs

55 mm
2 1/4” 

RLP - M42 x 4.5
RLP 1 3/4”-5 UNC

16.0
16.0

14.0
14.0

32.0
32.0

28.0
28.0

19.6
19.6

14.0
14.0

29.4
29.4

21.0
21.0

600 Nm
440 Ft.Lbs

75 mm
3” 

RLP - M48 x 5
RLP 2” -4.5 UNC

20.0
20.0

16.0
16.0

40.0
40.0

32.0
32.0

22.4
22.4

16.0
16.0

33.6
33.6

24.0
24.0

800 Nm
590 Ft.Lbs

75 mm
3” 

Disassembly of the RLP is 
made easy by just folding 
the D-ring forward and push 
down.
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** Long Bolt supplied with nut and washer. *** Weight is calculated with standard bolt length.
Bolt, nut and washer according to: ISO 898-1 Class 10.9

** Long Bolt supplied with nut and washer. *** Weight is calculated with standard bolt length.
Bolt, nut and washer according to: ISO 898-1 Class 10.9


